MOTES:

1. VINYL OR WOOD DOOR STOP NAILED A
MAXIMUM OF 6" 0.C. MUST OVERLAP TOP
AND BOTH ENDS OF PANELS MINIMUM 7/16"
TO MEET NEGATIVE PRESSURES.

2. SLIDE LOCKS REQUIRED.

3. THE DESIGN OF THE SUPPORTING
STRUCTURAL ELEMENTS SHALL BE THE
RESPONSIBILITY OF THE PROFESSIONAL OF
RECORD FOR THE BUILDING OR STRUCTURE
AND IN ACCORDANCE WITH CURRENT BUILDING
CODES FOR THE LOADS LISTED ON THIS
DRAWING.

4. SECTION STEEL TC HAVE THE FOLLOWING
MINIMUM THICKNESS:

EXTERIOR - 27 GA

INTERIOR = 30 GA

5. DOOR JAMB TO BE MINIMUM 2x6
STRUCTURAL GRADE LUMBER. REFER TO
JAMB CONNECTION SUPPLEMENT FOR
ATTACHMENT TO SUPPORTING STRUCTURE.

6. END CAPS ON TOP AND BOTTOM SECTIONS
SHALL BE FACTORY ADHERED TO SECTION
WITH SILAPRENE 6324 OR SILAPRENE MB344
ADHESIVE OR EQUAL. ADHESIVE SHALL BE
APPLIED WITH (3) EQUALLY SPACED 3/16"
WIDE BEADS FOR FULL HEIGHT OF END CAP,

7. CONCRETE FLOOR SHALL BE 3-1/2" THICK
AND 2500 PSI MINIMUM.

B. SECTIONS SHALL HAVE A 20 GA BACKUP
PLATE ACRDSS THE TOP OF EACH SECTION.

NOTE:
SEE PAGE 2 FOR U-BAR LOCATIONS
FOR (4) SECTION DOORS.

13 GA HORIZ ANGLE —\-
13 GA FLAG ANGLE —\

16 GA MIN HORIZ
TRACK |
5/16x1-5/8"
LAG SCREW
EACH HOLE

15 GA MIN VERT
TRACK

5/16x1-5/8" LAG
SCREW AT EACH il
JAMB BRACKET

1/4-20x9,/16" TRACK —/
BOLT AND 1/4-20 HEX
NUT AT EACH JB=-1
JAMB BRACKET LOCATION

SECURE LOCK STRIKER PLATE —_
ATTACHED TO TRACK WITH (2)
1/4-20x9/16" TRACK BOLTS
AND 1/4-20 NUTS

SLIDE LOCK EACH END—/
(SEE NOTE 2)

15 GA STIFFENED
JAVB BRACKETS T
SEE SCHELDULE FOR
QUANITY, LOCATION,
AND TYPE

(3) SECTION DOOR SHOWN.

FASTENERS AT AND MIDWAY E REVISIONS
BETWEEN ALL INTERMEDIATE ¢ DOOR ) P RELEASED 70
HINGE LOCATIONS. SEE NOTE HEET £ PRODUCTION
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~—20 GA END CAP

SUPERIMPOSED DESIGN PRESSURE

JAMB BRA(‘KET SCHEDULE

[ JANI
BRACKETS MEASURED FROM BOTTOM
OF TRACK (ALL DIMENSIONS + 27)

2" (JB), 10° (JB), 21-3/4" (JB), 29-3/4 (dE), |
427 (JB), 52-1/2" (JB), 63-1/4" (JB)

NO. OF JAMB]
LOADS ON SUPPORTING STRUCTURE S s’égné’.is BRACKETS
MAX | MAX UNIFORM  [POINT LOAD AT HEADER AND| (EACH JAMB)
DOOR | DODR | LOAD EACH SLAB AT EACH POST =
WIDTH | HEIGHT | JAMB (PLF) LOCATION (LBS) e 2 i
16'—0" | _Z=0"_[F166.0/-2028] _ +1100.0/-1228.3 - a
80" |+166.0/—202.5) +1250.0/—1395.8 & “

2" (JB), 10" (JB), 21-3/4" (JB), 20-3/4" (JB),
39" (JB), 48" (JB), 57-1/2" (JB), 75-1/2" (JB)

glzy[01

MARK R. BARROW, PE
FLORIDA LICENSE NO. 57389

NOTE:
(JB) FOLLOWING DIMENSION DENOTES SLOTTED JAMB BRACKET ATTACHED TO
TRACK WITH 1,/4-20x9/16" TRACK BOLT AND NUT AS SHOWN ABOVE.

Wa
Da

12 GA BOTTOM BRACKET
FACTORY ATTACHED WITH
A (3) 1/4-14x5/8"
CRIMPTITE SCREWS

2" STEEL ROLLER
WITH 47 STEM

INSTRUCTIONS.

: POST SYSTEM IS TO BE|
INSTALLED ON THE CENTER
LINE OF THE DOOR. SEE
WINDLOAD POST INSTALLATION

3385 ADDISON DRIVE
PENSACOLA, FLORIDA 32514

(850) 4749890
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IMPACT/CYCLIC RATED (YES/NO): NO |[MAX SECTION HEIGHT: 28" [CHECKED| 7/31,/06 MRB

MODELS 5500/9700 SHEET 1 oF 2

WINDLOAD SPECIFICATION OPTION CODE 0533

DRAWING PART NO. | REV.
326988 P1




2" STEEL ROLLER WITH 4" STEM 13 GA ROLLER SLIDE Fepi REVISIONS
ATTACHED TO BRACKET EXTENSION ‘;REELIEC-‘_I%B TO
= i WITH 5/16-18 BOLT & HEADER
FRA?E ?%g"gﬁﬁé‘km NUT IN CENTER SLOT GRT 9,/19,/06
ATTACHED WITH (4) AND 1/4-20x9/16" HEADER LOLK ToP_LOCK P1 CHANGED TRACK TO
1/4-20x7/8" SELF TRACK BOLT & 1/4-20  BRACKET 15 GAGE WITH JB JAMB
DRILLING SCREWS i HEX NUT THROUGH ANY RACKETS
) TWO AUGNING HOLES
RT 7,/11,/07
(2) 15 GA HINGE LEAFS /
ATTACHED WITH (3)
1/4-14x5/8" CRIMPTITE U-BAR LOCATIONS
SCREWS EACH =
' RENFORGNG BRACKET (4) SECTION DOORS W
14 GA HINGE BASE T (5) 3" 20 GA BO K5I U-BARS
FACTORY ATTACHED AND ATTACH WITH (3) LOCATED AS SHOWN
1/4—20x7/B" SELF
TO DOOR WITH (5) g 4) 5/16-12x1"
1/4-14x5/8" DRILLING SCREWS AS (4) 5/16x1-5/8 ik pdlop o
CRIMPTITE SCREWS SHOWN (2 OF WHICH Lhe SeiEws SCREWS
ATTACH THROUGH S n AR i
Ay
2" STEEL ROLLER REINFORCING BRACKET)  HE"BOLT & NUT DETAL E INNER
WTH 9" STEl POST
13 GA ROLLER SLIDE FACTORY (3) 1/4-20x7/8" M NOTE: THE STRAP BRACKET
RIVETED TO HINGE BASE SELF DRILLING St SR LOCATED ON THE BOTTOM
: CRIMPTITE SCRE! % U-BAR OF THE BOTTOM SECTION
13 GA REINFORCING BRACKET = I Sy SHALL BE LOCATED ON THE
ATTACHED TO HINGE BASE WITH BEFORE U-BAR AFTER U—BAR UNDERSIDE OF THE U-BAR.
(2) 1/4-20x5/8" CARRIAGE INSTALLATION INSTALLATION ;
BOLTS & 1/4-20 HEX NUTS STRAP (3) SECTION DOORS W
BRACKET. (4) 3" 20 GA BO KSI U-BARS
LOCATED AS SHOWN
5/16" .
HITCH PIN
15 GA HINGE ATTACHED WITH Lt L
(6) 1/4-14x5/8" CRIMPTITE WTH (1) 1/4-14x5/8" (2) 5/16—12x1" i
SCREWS (3 OF WHICH ARE CRIMPTITE SCREW AND SELF DRILLING LOCKING
FACTORY ATTACHED) 1) 1/4-20x7/8" SELF SCREWS W/ 5/16 = STRAP
RILLING SCREW AS FLAT WASHER
SHOWN (SELF DRILLING
SCREW ATTACHES DETAIL F
BEFORE U-BAR AFTER U‘-#(J;NR THROUGH HINGE LEAF)
NSTALLAHON: el IS TALLA POSITION U-BAR OVER 1/2-13x3-1/2"
HINGE BRACKET AND HEX BOLT & NUT: ALUMINUM
: ? ATTACH WTH (1) ST
15 GA HINGE BRACKET ATTACHED P S 1/4-14x5/8" CRIMPTITE
WITH (2) 1/4-20x7 /8" SELF / 3 SCREW AND (1)
DRILLING SCREWS {
; 1/4—20x7/8" SELF
DRILLING SCREW AS :
., SHOWN (SELF DRILLING
. e —— SCREW ATTACHES
‘,_:_.—___——____7,;—” THROUGH HINGE
< T BRACKET)
- i 58
BEFORE U-BAR AFTER U-BAR (SRFE"Q;TLJE.E BOTTOM
INSTALLATION INSTALLATION SCREWS LK
DETAL G PLATE
DETAL D
T / -
UNLESS NOTED OTHERWISE, ALL U-BARS SHALL 1 s
BE ATTACHED WITH A MINIMUM OF (2)
FASTENERS AT EACH END, AT ALL : \/
INTERMEDIATE HINGE LOCATIONS (DR IN LINE
WITH INTERMEDIATE HINGE LOCATIONS IF U-BAR \ .
IS NOT LOCATED AT A HINGE), MIDWAY :
BETWEEN INTERMEDIATE HINGE LOCATIONS, AND : /
MIDWAY BETWEEN OUTSIDE INTERMEDIATE HINGE o
LOCATIONS AND END OF DDOR (MINIMUM OF
(18) FASTENERS EACH U-BAR). ALL
FASTENERS USED TO ATTACH U-BARS SHALL o ==
BE 1/4-14x5/B" CRIMPTITE SCREWS EXCEPT @
1/4-20x7/8" SELF DRILLING SCREWS SHALL BE
USED AT END CAPS AND WHERE FASTENING
THROUGH HINGE LEAFS OR BRACKETS:
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Wa DESIGN (PSF): +30.00/-33.50 MAX WIDTH:  16'-0" DATE NAME
TEST (PSF): +45.00/-50.25 MAX HEIGHT:  8'-0"  |DRAWN 5/24,/06 GRT
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